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1. GeneralDescription
1.1 PRACTICEIssue2 of this practiceis releaseddueto
correctionsbeingmadeto severalparagraphsof Section
3 - Installation.Also, the ringerequivalenceis now
correctlystatedasO.OB.
1.2 PRODUCTOVERVIEWTheBP-5PowerFailureTrans-
fer Unit is designedto connecttwo-wireCentralOffice(CO)
groundstart or loop start trunk linesto selectedstationtele-
phonesin the eventof a powerfailureor telecommunica-
tions systemmalfunction.Whenusedwith groundstart
trunks,the BP-5includesautomaticloop start to ground
startconversioncircuitry to providethe signalingrequired
to drawCOdial tonewhena stationtelephoneis brought
off-hook. Thiseliminatesthe needto add groundstart push
buttonsto the stationtelephones. In the normal,non-trans-
fer modeof operation,the BP-5connectsthe COtrunk lines
to trunk ports on the associatedPBXsystem;PBXextension
ports areconnectedto the stationtelephones.
1.3 FEATURESFeaturesincludefive circuitsof PFT,LED
statusindicators,manualtransferswitch,ground startor
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loop start trunk selection,auxiliaryrelaycontact,and univer-
sal powering. Also includedareprovisionsfor a normally
open,normallyclosed,or logic levelsignalto control the
operatingmode.
1.4 COMPATiBILITYThe BP-5was designedto work cor-
rectlywith PBXsystemsfrom virtuallyeverymanufacturer,
includingAT&T, ROLM,Mitel, NEC,NorthernTelecom,and
Siemens.Thedesignof the BP-5takesinto accountthe
specificcharacteristicsof thesedifferentsystems,allowing
for direct connectionwith them.
1.5 POWERREQUIREMENTSTheBP-5canbe powered
with 24Vac,-24Vdc,or -48Vdc. Thereareno switchesto
set,or strapsto cut; the BP-5automaticallyadjustsfor the
powerthat is connected.
1.6 DESCRIPTION The BP-5consistsof a precisionfabri-
catedprintedcircuit board,andan injectionmoldedhousing
consistingof a baseand detachablecover. Thethermoplas-
tic materialusedfor the housingconformsto industryrecog-
nizedflame retardantstandards. The BP-5measures8.75
inches(22.2cm)square,3.25 inches(8.3cm) deep,and
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